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ARTICLE V.  FUEL GAS CODE 

Sec. 18-91.  Adoption of International Fuel Gas Code (2024); amendments. 

 

 The International Fuel Gas Code (2024), promulgated by the International Code Council, 

is adopted and incorporated in this article by reference as if fully set forth, except as it is 

amended by the following provisions of this section.  Provisions of this article are in addition to 

the provisions of the International Fuel Gas Code.  The following provisions coinciding with 

provisions of the International Fuel Gas Code supersede, add or delete, when indicated, the 

corresponding provisions of the International Fuel Gas Code. 

 

 All references within the model codes to any building, electrical, gas, mechanical, 

plumbing, sewage disposal, elevator or energy conservation code shall be construed to be a 

reference to the respective building, electrical, gas, mechanical, plumbing, sewage disposal, 

elevator, energy conservation or existing building code specifically adopted by reference in 

Articles II through XIV of this chapter. 

 

Chapter 1, Scope and Administration, is deleted; except for Section 101 in its entirety, . See 

Article I of this chapter. 

 

 

202 GENERAL DEFINITIONS.  The following definition has been revised (remainder of 

Section 202 unamended): 

 

Flood hazard area.  See Code of Ordinances Chapter 28, Floodplain Management. 

 
The following subsection found in the referenced model code is amended as follows: 

301.6  Plumbing connections.  Potable water supply and building drainage system connections 

to appliances shall be in accordance with Article VII of this chapter. 

 

 

The following subsection found in the referenced model code is amended as follows: 

406.4.2 Test Pressure. This inspection shall include an air,CO2, or nitrogen pressure test, at 

which time the gas piping shall stand a pressure of not less than 10 psi (69 kPa) gauge pressure. 

Test pressures shall be held for a length of time satisfactory to the Authority Having Jurisdiction 

but in no case less than 15 minutes with no perceptible drop in pressure. For welded piping, and 

for piping carrying gas at pressures in excess of 14 inches water column pressure (3.5 kPa), the 

test pressure shall be not less than 60 psi (414 kPa) and shall be continued for a length of time 

satisfactory to the Authority Having jurisdiction, but in no case for less than 30 minutes. For 

CSST carrying gas at pressures in excess of 14 inches water column (3.5 kPa) pressure, the test 

pressure shall be not less than 30 psi (207 kPa) for 30 minutes. These tests shall be made using 

air, CO2, or nitrogen pressure and shall be made in the presence of the Authority Having 

Jurisdiction. Necessary apparatus for conducting tests shall be furnished by the permit holder. 

Test gauges used in conducting tests shall be in accordance with Section 406.4 

 

Section 406.4.2 Is Deleted 
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The following subsection found in the referenced model code is amended as follows: 

631.1 exception 1: Where compliance with Revised Statutes of Missouri require permitting at the 

state level, no permits and inspections are required by the city, 

 

The following subsection found in the referenced model code is amended as follows: 

632.1 exception 1: Where compliance with Revised Statutes of Missouri require permitting at the 

state level, no permits and inspections are required by the city, 

 

Secs. 18-92⎯18-107.  Reserved. 

 


